Sauer Compressors

Technical Data

/16000 series WP 6550 BasSeal'e®

b-stage, water-cooled, direct drive
Medium: Helium

m Real helium compressor with special components
for helium usage

m Leakage rate of less than 0,1 mbar x I/s

m Fully tested with helium

m Unique water-cooling system with individual

cylinder/inter-stage cooling m Sauer offers the very latest compressors, control

m Direct water cooling for cylinder and cylinder-valve systems, compressed-air treatment systems and

m Comprehensive protection with both temperature accessories
and pressure sensors available at each stage m Optimum customer services — starting with the

m Complete compressor check at final pressure including initial enquiry and extending over the entire life of
3.1 inspection certificate the product

m Long operating life with guaranteed availability m Customized solutions produced in accordance with
(minimum 25 years) of replacement parts ex stock customers’ spegcifications

m Trouble-free operation, even under the most extreme m Customer-specific documentation and calculation
conditions (65°C ambient temperature) m Individual, customer-oriented service plans

Unique Sauer Helium Test Procedure:

Fully tested in helium circuit
Leakage test inc. test certificate for static and dynamic leakage rate

Vacuum tested to guarantee complete tightness

Delivered filled with helium to avoid purge losses

Final pressure for helium: max. 350 bar.g
Volume flow rate: max. 270 m3/h

Dependable up to 500 bar — anywhere, anytime, anygas.
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